PAVEMENT DROP—-OFF
2.5 INCHES OR LESS

PAVEMENT EDGE
DROP—OFF:

2.5 INCHES OR LESS

GREATER THAN 2 IN.
BUT EQUAL TO OR
LESS THAN 5 IN.

GREATER THAN 5 IN.
WITHOUT AN ADJAC-—
ENT LANE CLOSURE

GREATER THAN 5 IN.
WITH AN ADJACENT
LANE CLOSURE

STAGED ROADWAY
CONSTRUCTION

MOVEABLE BARRIER
TRANSFER OPERATION:

RIGHT LANE CLOSURE)\
MULTILANE UNDIV.

RIGHT LANE CLOSURE)\
DIVIDED UNCON.

RIGHT LANE CLOSURE)\
EXP—-FREEWAY

REVERSIBLE OPERATION
MULITLANE UNDIV.

3 RIGHT LANES CLOSURE
(EXP—FREEWAY)

3 LEFT LANES CLOSURE
(EXP—FREEWAY)

DUAL HIGHWAY
CONSTRUCTION

SPEED USE THIS TTCTA

ALL SPEEDS.......c... MD 104.89-01
ALL SPEEDS......ccv.. MD 104.89-02
ALL SPEEDS...¢cceceen MD 104.90

ALL SPEEDS...........MD 104.91-01

ALL SPEEDS.....ccc.. MD 104.91-02
ALL SPEEDS......ccc.. MD 104.92
ALL SPEEDS.....cccv.. MD 104.93
ALL SPEEDS.....cccv. MD 104.94
ALL SPEEDS.....cccv.. MD 104.95
ALL SPEEDS.....ccc.. MD 104.96-01

........... MD 104.96—-02
> 40 MPH......ce0ee. MD 104.97-01

........... MD 104.97-02
> 40 MPH......ce0ee. MD 104.98-01

........... MD 104.98-02
> 40 MPH......co0ee. MD 104.99
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